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AssureTemp™ for eCMS™ ensures temperature critical medical 

devices are monitored and managed to meet both compliance and 

high quality care objectives. AssureTemp™ is a complimentary 

product to the Eoscene Compliance Management Service, eCMS™ 

which adds continuous automatic real time temperature 

management to our industry leading compliance service.

AssureTemp™ was specifically designed to meet the storage and 

log keeping challenge of medication management and infection 

control standards while reduce the complexity of achieving 

compliance.

Protect High Value Inventory

AssureTemp™ captures temperature readings from each device, at 

user defined intervals appropriate to contents. When a predetermined 

threshold is exceeded on any device, audible alarms sound and 

designated users are notified via pager or email or both.  Follow up 

tasks may be initiated; all the events are recorded and record keeping 

is automatic.

Eliminates Refrigerator Log Errors

AssureTemp™ takes the tedious work out of documentation and 

reduces the risk of non compliance in managing medications. 

eCMS™ ensures refrigerator logs are complete, repairs or 

adjustments are documented and  schedules are maintained.

Centralized Control saves staff and 

management time

With AssureTemp™ you know which devices needs attention and 

can start performance improvement activities immediately. Start 

spending your time and resources where it will positively and directly 

improve patient care. 

Utilizes Existing Infrastructure

Operates on both existing wired and wireless (Wi-Fi) infrastructure.   

Reduces installation and training time for staff.  Installation is easy, 

requiring only a network address, basic power, and placement of a 

sensor, internal staff, your wring contractor or Eoscene personnel can 

install AssureTemp™

Deployed as a Service  

Accessed via the Internet

All you need to monitor the status of your refrigerators is a browser at 

a desktop or mobile device.   Temperature monitoring is deployed as 

a service, rather than a capital expense item. Real Time
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Temperature monitoring 24/7 so you can focus on quality care
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AssureTemp™
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MonitorTemperature Ranges:
Measuring Range: 

-148F to +149F, 

-100C to +65C

Monitor Operating Range
Ambient Operating Conditions: 32ºF to 

125ºF

Material: Flame retardant ABS plastic, 

94-5VA

Monitor Connectivity:
Wired Ethernet

Wireless 802.11 b/g

IP addressable

Monitor Outputs:
Relay: NO and NC Contact

Alarm Buzzer: 85 dB

Power Requirements: 120VAC at 50/60 

Hz wall mount transformer (included)

Monitor Dimensions:
Weight: 1 lbs.

Agency Compliance: Power supply is 

UL listed

Monitor Inputs:
Temperature Inputs:  up to 2

Measurement Resolution: 0.1

Measurement Accuracy: 1.0 C

Electrical Connections: Pluggable,12 

position terminal block

Quick Facts:

Since 2006, Medication Management has been a problematic 

standard and a major source of Joint Commission 

Recommendations for Improvement.  The  Standard requires 

that medications be stored under appropriate conditions to 

ensure viability.   A single log entry, can be a problem.

Additionally The Joint Commission requires that organizations 

manage and minimize risk from medical equipment. Using 

automated temperature monitoring achieves this by 

continuously tracking whether or not storage temperature has 

deviated from the required ranges for stored medications.

Using AssureTemp™ with eCMS™ to monitor temperature 

critical medical devices; refrigerators, freezers, warmers  

(Blood, Blankets, Contrast) or other temperature sensitive 

devices with continuous quality monitoring and compliance 

ready electronic logging.

Based on Proven Hardware

The Temperature Monitors  supported by AssureTemp™ are  

manufactured to exacting specifications for Eoscene.  More than 

3000 units are already installed.  The AssureTemp™ Gateway 

Software is provided on several industry leading platforms 

including IBM, Dell or HP.

Designed  for Reliability

Data is never lost; no log entry is forgotten or missed on a 

weekend or during an emergency.  Battery power in our 

monitors saves over 2000 readings, over a month of readings 

sampling every 15 minutes.

Monitoring 24/7 ensures quality

Meets explicit DOH requirements, CDC recommendations with 

reporting and monitoring and the implicit requirements of the 

Joint Commission for compliance. eCMS™ provides the option 

for manual recording to meet additional regulatory or 

organizational device monitoring requirements.   

Notification as you like it and where you like it

AssureTemp™ monitors each device to determine if 

temperature thresholds are exceeded.  When required 

corrective action task notifications are sent via pager, email, text 

message,  escalation is achieved on your schedule and within 

regulatory agency guidelines. www.eoscene.comor call (800) 541-0683
Eoscene is not related to, affiliated with, sponsored by or approved by the Joint Commission.  

EOSCENE , eCMS and AssureTemp for eCMS are trademarks of  Eoscene Corporation. 

Environment of Care is a registered  trademark of the Joint Commission. All other trademarks 

are the property of their respective  owners.  Product specifications are subject to change 

without notice.

AssureTempÊ works 24/7

Ensuring the highest quality patient 

care and reducing risk to inventory 

and equipment

Real Time

Compliance

Management

Technical Specifications

Temperature Sensor s  (Std)
Type RTD: 2 wire (1000 ohm, 

Platinum, .00385 TCR)

Sensor Accuracy: 0.3 C @ 0C, 

0.8 C from ð100C to +35C

Provided in Vials with inert beads

AssureTemp™ GatewaySoftware

(EosceneProvided with Service)

Requires  Intel Platform, Min 2GB of 

Ram, 100GB of storage, Operating 

System supporting Java Virtual 

Machine.

http://www.eoscene.com/

